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النخيل  ةفي كل عام تنفق المملكة العربية السعودية الملايين من الريالات للسيطرة على النمو السريع لسوس

أطلقت وزارة الزراعة  م1122في يناير . خسارة كبيرة للمزارعينبتسبب في نهاية المطاف تالحمراء والتي 

من  2011مليون ريال سعودي لمكافحة سوسة النخيل الحمراء وحشدت  211بقيمة  وطنيا   برنامجا  

 أمن هنا بد. أشجار النخيلالمتخصصين في المزارع في جميع أنحاء المملكة من أجل إنقاذ الملايين من 

لى إالحديث عن هذه المشكلة في المجتمع السعودي وخاصة مجتمع المزارعين لذا في هذه الرسالة سنتطرق 

تتوافق  ةم تصميمه من قبلنا تحت شروط معيناستخدام الموجات الكهرومغناطيسية باستخدام هوائي مناسب يت

ج والتوصيات حيال استخدام هذه الموجات لى النتائإمع حجم الحشرة وحجم النخلة للوصول 

 .ر بالنخلةاضرالحمراء دون الإ ةلدودالكهرومغناطيسية من عدمها لمعالجة وقتل حشرة ا

 

لإمكانياته  نظرا  ( HFSS)امج يسمى ــــبعاد باستخدام برنستتم هذه المحاكاة الكهرومغناطيسية ثلاثية الأ

  .ومميزاته التي تصور لنا مدى تأثير الموجات الكهرومغناطيسية في معالجة وقتل دودة الحشرة الحمراء
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Abstract 

 

This thesis introduces microwave treatment as an effective tool to help the control of the red palm 

weevil pest. We have then studied numerically the effect of electromagnetic power on an infested 

palm. First, we have designed a circular array horn antennas operating at 2.45 GHz. Then, a part of 

an infested palm of radius 25 cm and height 50 cm was irradiated with the designed array. Main 

parameters as the input power and the distance between the array and the palm were also studied. 

Finally, we have concluded on the efficiency of this proposed method.   
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