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 المستخلص

مززم دصززا دررزز ر  مززم مف تزز ت( دلإيثزز نوا در  ززو )إنتزز ا درودززوح در  ززو  هزز ا دراسد ززى   زز   تتركزز 

تم . درم   ى بود طى خم رة درفب ز ت ت تأث ر ودمل ك م ئ ى ح ويى مفت تى لات ب ع درعص ئر درطب ع ى درط زجى م

تزم در فزع  زم  .درفم رة درتج سيى درمب  زى م   ز  لدرفم زرة درمع لرزى معم  ز : درفب زد تفادم فص  ت م مم خم رة 

دختلاف إنت ا دلإيث نوا در  و  لكم ى درر ري ت درمرته  ى لمعاا درنموأثن ء درتفمر درلاهودئي ت ت تزأث ر ثم ن زى 

ت زت أسبعزى مرزتوي ت  خم زرة درفبز زر  تز  درتصز  ت م مزم  در  زو دزاس إنتز ا دلإيثز نوا  .  ودمل ك م  ئ زى ح ويزى

تزم حسد زى حسجزى در زردسة درمث ز  . 6.6 – 6 مفت تى مم در موضزى لكز ا دلإنتز ا دلمثزل  نزا مرزتوو در موضزى

لدا داست دفضل فتزرة لإنتز ا دلإيثز نوا در  زو  . تعطي أ    إنت ام ° 03لإنت ا دلإيث نوا در  و  ح ث لجا أا 

( مرزتف   درفم زرة) كم  تبز م أا أفضزل ترك ز  مزم درمصزاس درن ترلج نزي. در وم درث رث لدرردبع بأ    إنت اب م 

  ديضز  تزم ديجز ح أفضزل ترك ز  ر مصزاس. جردم ر ل رتر2لإ ط ء درفم رة أ    د ب  ى لإنت ا دلإيث نوا در  و   نا 

ب نمز  . لدرز   د طز  أ  ز  إنتز ا ٪ 00.00 نا ك ا لإنت ا دلإيث نوا در  و  ل( دصا درر ر مف ت ت)در ربوني 

لجا أا دفضل طريقى ت   ل حمضي رتوف ر   ري ت د ب ى ر تفم ر لإنت ا دلإيث نوا در  و  هزي بس زتفادم حمز  

م   تزر لدرز   أ طز  أ  ز  إنتز ا  0كم  تب م أا دفضل حجم رق حي هو . دره اسلك وسيك لدرتي أ طت أ    إنت ا

بوت  ز وم ثنز ئي دره زاسلج م درتو زت تي ) ملاحأفضل ترك   مم دل ب لإض فى إر  ذرك، لجا أا .رلإيث نوا در  و 

كمصززاس فو ززت تي ل  زز  دنتزز ا مززم درلإيثزز نوا در  ززو  كزز ا  نززا ( لثنزز ئي دربوت  زز وم دره ززاسلج ني درتو ززت تي

ل ثنزز ئي دربوت  زز وم جززردم ر ززل رتززر ر ززلا مززم بوت  زز وم ثنزز ئي دره ززاسلج م درتو ززت تي 6جززردم ر ززل رتززر ل6.6

لدززا تززم ذكززر بعزز  د دتردحزز ت ر عمززل درمرززتقب ي ررززا بعزز  درثةززردت فززي هزز ا دراسد ززى  .دره ززاسلج م درتو ززت تي

رم  لرى دروصوا در  دلإنت ا درتج س  رلإيث نوا در  و  بود طى ه د درنوع مم درفم رة رةزر  دلإنتز ا بزأسخ  

 .ت  ر ع مم نى
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Abstract 

 

Saccharomyces cerevisiae is an interesting microorganism with good prospects in the 

future of yeast bioethanol production. In this study, both commercial and genetically 

modified S. cerevisiae were obtained from the local shops and the Microbial 

Biotechnology Department – National Research Center (Dokki-Egypt), and incubated 

at 25°C before being acclimatized for the conditions of this research.    

In this work, the impacts of eight different biochemical conditions on the 

growth, carbohydrates yields, and mainly bioethanol productivity from sugarcane 

wastes SCW were studied in both species. Under different pH levels, the optimum pH 

observed between 6.0 and 6.5. When studying the impact of fermentation periods and 

temperature, the best fermentation periods were found to be between the 3
rd

 and the 

4
th

 day. Additionally, the suitable temperature could be 30℃. Under different nitrogen 

source concentrations, 2g/L was the best one. Three different acidic pretreatment 

methods were studied and HCl acidic pre-treatment method was the most effective 

one. SCW were used as a solo carbon source in this study. However, it is used also as 

a case study with different concentrations. 33.3% of this carbon source was the better 

concentration to achieve this research targets. Nevertheless, different inoculums 

volumes were subjected in this work. 3ml inoculums volumes were observed to be the 

suitable volumes. Finally, under different phosphate source concentrations, at 1.6 g/L 

of H2PO4 with 1g/L K2HPO4 the highest ethanol production and other study goals 

were achieved. This project concludes by some suggestions for future work in an 
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attempt to reach the commercial production of yeast bioethanol for the purpose of 

producing bioethanol at the lowest possible costs. 

 


